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Product Name :Solar Components / PV Cable Connector / ESC-4-M, ESC-4-F
Product Code : ESC-4-M, ESC-4-F

Approvals
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Drawings
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Specifications

Sr.No Parameter Specification

1 Product Category / Description Solar PV Connector

2 Type / Sub Type 2 4.00 mm PV Connector

3 Application Class A

4 Protection Class Class |l

5 Over voltage category Category lll
Electrical Characteristics

6 Current Rating 20A (4 sg.mm), 30A (30 sg.mm)

7 Voltage Rating 1000/1500 Vdc

8 Insulation Resistance >1000 MQ

9 Test Voltage 6000/8000 Vac (1 min)

10 Contact Resistance (Initial) <0.35 mQ

11 Rated Impulse Voltage 8KV
Operating / Functional Characteristics

12 Operating Temp. Range -40°C to +85°C

13 Relative Humidity (%) 85% * 5%

14 Flammability Rating uL94 v-0

15 Wire Size 2.5/4 /6 Sg.mm

16 Pin Dimensions 2 4.0 mm

17 Stripping Length 8to 10 mm

18 Upper Limiting Temp 100°C

19 IP Rating IP68 (IEC 60529)
Material

20 Body & / or Other Parts PPO

21 RoHS compliant Yes

22 Colour (Standard) Black

23 Current Carrying Parts Cu Alloy - Silver Plating

24 Sealing Material Silicon Rubber
Reference Standards / Safety Approvals

25 Reference Standard EN-50521:2008

26 Safety Approvals TUV

27 CE Marking Yes

28 Pollution Degree 3
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*Specifications are subject to change without notice
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