
Product Name :Electronic Components / Power Entry Components / Inlet / EMI-48
Product Code : EMI-48

   

Approvals

         

Features

Appliance Inlets / Outlets available in wide range of current ratings

Wide range of mounting styles and terminals to suit various design requirements.

Components available according to IEC & UL standards.

Wide range of operating temperature - up to 125 Deg Centigrade.

Pioneers of High Retention Force for the inlet, outlet components.



Drawings



Specifications

Sr.No Parameter Specification

1 Product Category / Description  Rewirable Plug Connector

2 IEC Configuration  IEC C20

3 Gender  Male

4 Appliance Class  Class I  - Cold Condition

Electrical Characteristics   

5 V/A Rating  16A 250V AC

6 Insulation Resistance at 500
VDC

 100 M ohms Min.

7 H.V.Break Down Test (For
1-Minute)

 2 KVAC

8 Contact Resistance (Initial)  10 m ohms Max

Operating / Functional
Characteristics

  

9 Operating Temp. Range With/Without Load 0 To 65°C

10 Permissible Temperature  For Soldering 270° C, 5 seconds max. 

11 Terminals (Standard)  Screw - Type

12 Max. Pin Temperature  +65°C

Material   

13 Body  Nylon 6 FR V-2

14 RoHS compliant  Yes

15 Colour (Standard) Colour Black

16 Current Carrying Parts (b) Contacts, Terminals Cu Alloy / MS, Tin  & /  Or Nickel Plating

Reference Standards / Safety
Approvals

  

17 Reference Standard  IEC-60320-1, UL-498, CSA : C 22.2 No.
182.3-M1987

18 CE Marking  Yes

 

Powered by TCPDF (www.tcpdf.org)

Elcom International Pvt. Ltd.
20 Prabhadevi Ind. Estate, 408 Veer Savarkar Marg, Prabhadevi, Mumbai - 400 025, India
Tel: +91 22 66114444 / +91 22 24308861, Fax: +91 22 66114422
Email: sales@elcom-in.com, elcom.mail@elcom-in.com
www.elcom-international.com

*Specifications are subject to change without notice

http://www.tcpdf.org

