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EMO-11

SERIES
PANEL

THICKNESS

No Suffix

A      1.0

B 1.2

D 1.8

E 2.0

G 2.5

J 3.0

TERMINAL DETAILS

T2

1.5 A B C

ORDERING CODE:-

2.8x0.80

T4 4.8x0.80

1)EMO-11-T2A-2V2
EXAMPLE :-

2)EMO-11-BT4B-2V2

SPECIFICATION TABLE:-

T5 6.3x0.80

3)EMO-11-T5C-3V2

(Capsule
 Hole)

(Drop
Hole)

(Fast-on)

BASIC DIMENSIONS:-
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PANEL CUTOUT:-
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(a) With/Without load

Insulation resistance at 500 V DC

H.V.Break down test (For 1minute)

(b) Contacts, Terminals

Reference standards

Material

11

10

Permissible
temp.

Mounting

Terminals

(b) For Soldering

Contact resistance (Initial)

Panel thickness maximum -

V/A Rating

Brass, Tin plating

IEC 60320-1, IEC 60320-3 UL-498, CSA:C22.2 No. 182.3

270°C for 5 Sec. max.

Panel, Snap-in type

10A 250V AC
15A 250V AC

10 mohms max.

1000 Mohms min.

2 KV AC

PARAMETER SPECIFICATIONS

(a) Body Nylon-6, GF20%, V-2

Standard : 1.5
Other: Available on request

0°C To 70°C

Compliance Marking12
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2.8x0.8 (T2)

4.8x0.8 (T4) 
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6.3x0.8 (T5) 

4.80 0.80

Solder-type / Fast-on / PCB-type

K 0.9

US

  V

D  E

0°C To 65°C US

  V

D  E

Side Lock
Window

Refer Ordering Table

* : Also available for temp. rating up to 125°C on request (For UL only)

*

Approvals13   V

D  E

US

,

RoHS

COMPLIANT,

Ø1.80

8 Withdrawal force 3.5 to 5.0 kg.

PCB DETAILS:-
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W/O lockNo
Suffix

VARIETY

Side Lock &
V Lock variety

2V2

Only V Lock variety3V2
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